






Swinging away the legrests

To make it as easy as possible to get into and out of your

B+B folding wheelchair, you can easily swing the legrests

outwards or inwards if needed without having to remove

them (Fig. 15).

• Pull the handle. This opens the locking device (Fig. 13).

• Now you can swing the legrests outwards or inwards.

• If necessary, fold the foot plates upwards first.

To return to the original position, simply swing the legrest

forwards until it locks into place.

When standing up from the wheelchair, under no circum-

stances stand on the foot plates!

Setting the legrest length

The length of the legrests can be adjusted in 4 20 mm

steps up to a total of 80 mm.

• To do so, remove the Allen bolt (4 mm) and set the 

legrest as required (Fig. 16). 

• Retighten the Allen bolt.

Angle-adjustable foot plates

The angle of the foot plates can be adjusted:

• Unscrew the Allen bolt and adjust the foot plate to the

required position by rotating the toothed ring.

• Retighten the Allen bolt.

Fig. 15

Fig. 16

80 mm
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Fig. 17
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Fig. 18

4.8. Armrests (optional)

• The armrests are firmly/tightly fixed 

on the dress guard.

• The height of the armrests is carried by adjusting 

the dress guard. (Follow the assembly instructions)

4.9. Dress guard

• The side parts made of aluminium offer the simplest 

form of protection against dirt coming from the drive 

wheels. They are fixed on the front frame and at the 

back.

• The height of the dress guard must be adapted 

when changing the seat height. 

(Follow the assembly instructions)

4.10. Back rest cover

• A well adjusted back makes relaxed and permanent 

sitting easier and also reduces efficiently the danger 

of getting pressure marks. Pay attention to enough 

sag in the pelvic area.

• First completely remove the upholstery pad of the 

back covering. Remove the Velcro® fastener of the 

waistbands

• The belts are adjusted one by one starting with 

the lowest one.

• Place the upholstery again on the back covering.

Fig. 19
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4.11. Push handles

• The sliding grips can be adjusted in height.

• They have to be put in a comfortable position 

for the accompanying person

• After that it may be necessary to adjust the back 

height and the back sag. 

(Follow the assembly instructions) Fig. 20

4.12. Handbrake

The Revolution wheelchair is equipped with a handbrake

which can be used by the user of the wheelchair. It should

be only used for parking. It is not suitable for braking

during a ride! To brake you use your palms to make a

weak pressure on the grab wheels.

After you have put the brakes on in this way, you use both

brakes pulling the brake handle forward. The wheelchair

has now been safely stopped.

The brake adjustment should be carried out by

trained experts. However if you have enough

experience you can do the job yourself. But 

consider that wrongly adjusted brakes can have

life-threatening consequences.
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Fig. 21

• The distance between the pivot bolt and the outer tyre 

cover) at maximum open brake mechanism has to be 

x=15 mm at the narrowest part.

• To adjust the distance you have to remove the two 

hexagon socket screws at the brake mounting (inside)

• Then you pull the brake system along the mounting in 

the correct position.

• Finally you have to tighten up again both hexagon 

socket screws.

• Make sure that the brake snaps in when you use 

the brake lever and that it does not snap back.

The position of the drive wheel is a criterion for an easy,

comfortable and pleasant drive. 

• The drive wheels can be adjusted vertically to 

the adjustment of the seat height and seat angle.

• For optimal adjustment of the balance point the drive 

wheels can be adjusted in horizontal position.

• Using the wheelbase extension the stability against 

tipping over backwards is increased.

(Follow the assembly instructions)

4.13. Ballance Point,

seat angle and seat height
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When the full floating axle is assembled in the lowest

position (picture 22) you can achieve a horizontal seating

surface with a frontal slope.

If the full floating axle is assembled in the highest position

(picture 23) you achieve a strong backward seating surface.

In this position the balance point is shifted backwards

because of the sloping seat and as a result of this the

wheelchair can more easily tip over. Use the anti-tip over

rolls! 

Fig. 22

Fig. 23Having adjusted the rear wheel position you should check

the correctness of the steering wheel position and if

necessary you should readjust it.

• If possible the steering axle should stand vertically 

to the floor.

• This is thee way directional stability and safe driveability

can be achieved.(Follow the assembly instructions)

Picture 24: Steering wheel adaptor at positive seat angle

Picture 25: Steering wheel adaptor at negative seat angle

4.14. Front wheel 

steering axe

Fig. 24

Fig. 25
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4.15. Camber

Through a negative camber the stability of the wheelchair

is increased especially when driving in bends.

The drive wheels can be adjusted to a negative camber.

(Follow the assembly instructions)

Picture 26: Camber 0°

Picture 27: Camber 4° 

4.16. Tipping aid (optional)

Thanks to the tipping aid the accompanying person can tip

your wheelchair much easier to for example cross over a

step. To do it you have to press down a lever with your foot.

You keep your balance by holding the push handles

The tipping aid can be fastened on the frame on the right

or left side .(Follow the assembly instructions)

Fig. 26

Fig. 27

Fig. 28
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4.17. Anti tipping rolls

(optional)

The anti tipping rolls prevent that your wheelchair tips

over. The wheel must have a distance/space of 3- 5 cm

from the floor. The anti tipping rolls are especially recom-

mendable for wheelchair drivers without any practice or

for those wheelchair drivers who have amputated a leg.

The anti tipping rolls go in pairs and are fastened left and

right on the frame. (Follow the assembly instructions)

Fig. 29

4.18. Seat width, seat

depth and back height

The adjustments of  seat width, seat depth and

back height should be carried out by trained

experts. However if you are experienced

enough, you can do the job yourself. 

(Follow the assembly instructions)

Attention! The Anti tipping rolls must not be

used as tipping aids.

Always use the anti-tilt mechanism in pairs.
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Fig. 24

4.19. Seatbelt (optional)

A seatbeltt can be ordered optionally and secures users

who do not have enough hold/support in the wheelchair.

•The Revolution wheelchair can be equipped with 

a safety belt at the back pipe 

• The belt is opened and closed with a fastening clip

• You can adjust the belt length with the moveable 

belt clip on the belt.

5. Technical data

Measures / Dimensions and Weight

Maximum load (kg): 125

Seat width R1 (cm): 32/34/36/38/40*

42/44/46

Seat width R2 (cm): 36/38/40*/42/44/46/48

50/52/54

Seat depth R1 (cm): 36/38*/40/42/44/46

Seat depth R2 (cm): 38*/40/42/44 

Frontal seat height (cm): 50-56 (gradation 1 cm)

Rear seat height (cm): 42-52 (gradation 2 cm)

Seat angle (°): -3 (forward) + 17 (backwards) 

Total width: seat width + 19 cm

Total length (cm): 93/83 (with /without Footrest)
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* corresponds to the factory 

adjustments.ng

Total height (cm): 82 up to 97 (gradation 2,5 cm)

Backrest height (cm): 30 up to 45 (gradation 2,5 cm)

Lower leg length (cm): 45 up to 55,5 (gradation 1,5 cm)

Backrest angle (°): 5 (without adjustments)

Foot rest angle (°): ± 25 (10 levels)

Knee angle (°): 115

Camber (°): 0/1*/3/4

Armrest height (cm): 17 to 25

Armrest length (cm): 34

Unloaded weight (kg): 14, 0

Frame weight (kg): 10, 5 

Dimensions (L/W/H) cm: 93/31/82 (in folded state )

Wheels

Drive wheels (inch): 24 x 1 (750 k Pa)

Steering wheels (cm): Ø 140 x 140 

(puncture-proofe tyres)
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6. Maintenance 

instructions for the user

6.1. Cleaning

• The frames of the wheelchair can be cleaned with 

a damp/moist cloth. If there is more 6dirt you can 

use a mild cleanser/detergent.

• The wheels can be cleaned with a damp brush made 

of synthetic bristles (do not use wire brushes)

• The seat and back upholstery can be washed in the 

washing machine at 40 °C. Use mild washing powder. 

For disinfection add a usual disinfectant to the rinse 

cycle which will kill all bacteria and germs at the 

washing temperature of 40 °C.

Do not use any pressure washers 

or steam cleaners.
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6.2. Wheelchair check 

by the user

Before you use your wheelchair to have a ride check

• the intactness of the wheels. You should regularly check

the profile depth of your wheels once a month. The pro

file should be at least 1 cm. Faulty or worn out wheels 

must be changed.

• the functional efficiency of the handbrake. When you 

pull your brake the wheelchair should be not movable. 

When the brakes are released then you should be able 

to move your wheelchair easily without any noise and 

directional stability. If you notice any unusual braking 

performance, inform at once your speciality retailer and 

withdraw the wheelchair from circulation.

• the intactness and cleanliness of the seat and back 

covering. If it is dirty you can clean it according to the 

cleaning instructions. If it is damaged, get in touch with

your speciality retailer.

• the folding mechanism and all moveable parts on free 

movement and silent functioning. Squeaking sounds are

a sign of partial damage and should be taken care of by

the speciality retailer.

• the intactness of all  screw joints/fitting/coupling 

and rivet connections.  
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7. Repair and maintenace 

instructions

It is recommended that the Revolution wheelchair is sub-

jected to a performance test by the speciality retailer at

least once a year. If there are malfunctions or defects, the

wheelchair must be taken to the medical supply store or

the speciality retailer to be overhauled and repaired. You

can find a partner in your neighbourhood if you call our

customer service: Tel.: + 49 (0)700/6000 7070.

On request the speciality retailer will have the

necessary information and documents at his 

disposal.
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A maintenance plan can be provided 

by our customer service.

8. Disposal

If you decide not to use your Revolution wheel-

chair any longer and want it to be disposed, 

get in touch with your speciality retailer. If you

want to deal with this matter on your own,

inform yourself at resident waste management

enterprises to find out the disposal rules of

your place of residence.

9. Passing on the

wheelchair

When passing on the wheelchair please do 

not forget to hand over to the new user all 

the necessary technical documents which are

important for a safe usage. The wheelchair

must be checked and according to the 

maintenance plan has to be flawless.

10. Maintenace
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Guarantee items refer to all defects of the product which

can demonstrably be referred to material defect or manu-

facturing defect. If there are complaints you have to hand

in a completely filled in certificate of guarantee. For our

mobility wheelchair Revolution we offer a guarantee of 5

years for frame parts. We offer a 2 year guarantee for all

the other parts.

11. Guarantee

Non-observance of the operating instructions as

well as improper carried out maintenance jobs

and technical changes, adaptations without the

permission of the Bischoff & Bischoff company

lead to guarantee loss and product liability in

general.

If you have any questions our B & B customer service is

ready to answer them. Tel.: + 49 (0)700/6000 7070.
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Model: Revoluton

Model number:

Serial number:*

(Has to be inscribed by the retailer)

Dealer:

Date and Seal

*Information sign can be found on the side frames. 

Guarantee-Certificate

(Please note our general business terms and conditions)



Bischoff & Bischoff GmbH

Becker-Goering-Strasse 13 • D-76307 Karlsbad

Tel.: +49 700/6000 7070 • Fax: +49 700/6000 8080

www.bischoff-bischoff.com

info@bischoff-bischoff.de




